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Housing(胶壳)
Part No.（料号）:1008H00-XXP
Poles(PIN数）: 20、30
Material（材质）: Nylon 46（尼龙46）UL 94V-0
                               Shell（铜壳） : Phosphor Bronze（磷青铜）

                               Finish（电镀）:Nickel-plated（镀镍）

Suitable SWB  1007TA  Series Terminal( 匹配1007TA系列端子）

Q'ty（数量）: 1,000Pcs/Bag/每袋（1,000Pcs）

 Specifications(规格) :
Voltage rating(额定电压): 250V AC / DC
Current rating(额定电流): 3A  AC / DC
Withstanding voltage(耐压值): 500V AC/minute
Temperature range(工作温度): -40°C~+105°C
Insulation resistance(绝缘电阻):≥500MΩ
Contact resistance(接触电阻): ≤40mΩ
After environmental testing(环境测试后)：≤50mΩ



Specifications
Voltage Rating: 250V AC/DC
Current Rating: 3A AC/DC
Withstanding Voltage: 500V AC/Minute.
Insulation Resistance:500MΩ Min.
Temperature Range: -40°C~+105°C
Contact resistance: Intial value/40mΩ Max.

Terminal
Part No.: H1009T
Applicable Wire: AWG#28-32
Material: Phosphor Bronze
Finish : Gold-flash
Q'ty: 15,000 Pcs/Reel

Section: A-A Section: B-B Section: C-C Section: D-D Section: E-E

mm B1∶1

1.00 mm Crimp Style connectors
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Recommand PCB Layout
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Wafer(针座)
Part No.（料号）: H1009WR-XXP
Poles(PIN数）: 08、14、20、30
Material（材质）:Housing(胶壳）: Nylon46（尼龙46）UL 94V-0
                              Pin针:Phosphor Bronze（磷青铜）

                Finish（电镀）:Gold-Flash（镀金）

                Shell（铜壳） : Phosphor Bronze（磷青铜）

                               Finish（电镀）:Tin-Plated（镀锡）

Mates With HLB H1009H Series Housing(匹配H1009H系列胶壳）

Q'ty（数量）: 1,000Pcs/Bag/每袋（1,000Pcs）

 Specifications(规格) :
Voltage rating(额定电压): 100V AC / DC
Current rating(额定电流): 1A  AC / DC
Withstanding voltage(耐压值): 500V AC/minute
Temperature range(工作温度): -40°C~+105°C
Insulation resistance(绝缘电阻):≥500MΩ
Contact resistance(接触电阻): ≤30mΩ
After environmental testing(环境测试后)：≤40mΩ
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