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2P3P-16P

Specifications
Voltage rating : 250V AC/DC
Current rating : 3A  AC/DC.
Withstanding voltage : 1000V AC/Minute
Insulation resistance : 1000MΩ Min.
Temperature range : - 25° ~ + 85°
Contact resistance : Initial value/30mΩ Max.
After environmental testing/20mΩ Max.

Housing
Part No.: Y2008H-XX
Poles: 02-16
Material: Nylon 66 UL94V-0
Suitable HLB Y2008T series Terminal
Mates with HLB Y2008W series Wafer
Q'ty: 1,000 Pcs/Bag
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东莞市翰皓精密电子有限公司
Dongguan Han Hao Precfision Electronics Co.,Ltd

2.0

Y2008H-XX

mm Crimp Style connectors







Recommand PCB Layout
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Specifications
Voltage rating : 250V AC/DC
Current rating : 3A  AC/DC.
Withstanding voltage : 1000V AC/Minute
Insulation resistance : 1000MΩ Min.
Temperature range : - 25° ~ + 85°
Contact resistance : Initial value/30m Ω Max.
After environmental testing/20m Ω Max.

Housing
Part No.: Y2008WR-XX
Poles: 02-16
Material: Nylon 66 UL94V-0
Suitable HLB Y2008T series Terminal
Mates with HLB Y2008H series Wafer
Q'ty: 1,000 Pcs/Bag

东莞市翰皓精密电子有限公司
Dongguan Han Hao Precfision Electronics Co.,Ltd
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mm Crimp Style connectors


